
UL C 0 2 0 36. / . 3 24-

3A 125VAC 30VDC/

����：70℃

℃Ambient Temperature:70

1A 125VAC 30VDC/

TUV C 0 2 0 36. / . 3 24- 3A 125VAC 30VDC/
����：70

Ambient Temperature:70

℃

℃

CQC C 0 2 0 36. / . 3 24- 3A 125VAC 30VDC/
����：70

Ambient Temperature:70

℃

℃

�� Features

● 	
���� 3A
Contact Ability to switch up to A3

● �������
High sensitivity Relay

● 	
��：����

Contact form: 1C

���� ���/Miniature Signal Relay

CTXR2!"
CTXR2 SERIES

RELAY

● ���� ���#�$% ( )15.6x10.6x11.8mm:

Miniature Signal Relay OUT Dimension:( )15.6x10.6x11.8mm

●

&'*+ Safety Approval●

	
,-/CONTACT DATA �,-/GENERAL DATA

&'*+/SAFETY APPROVAL

	
��
Contact Form

C-1 form C

.	�0
Contact Resistance 50m Max (6VDC 0.1A)Ω

	
12
Contact Material

345
Ag Alloy

	
67 ( 0� )
( )Contact Rating Resistive

1A 125VAC/30VDC
3A 125VAC/30VDC

89���:
Max.Switching Voltage 125VAC/30VDC

89���;
Max.Switching Current

3A

89��<=
Max.Switching Power

375VA

>?@A
Mechanical

1 10B
1 10 times

�C@A
Electrical Life

1 10 1A 125VAC 30VDC
5 10 3A 125VAC 30VDC
1 10 times 1A125VAC 30VDCLoadconditions
5 10 times 3A125VAC 30VDCLoadconditions

B( / 67DEF）
B( / 67DEF）

( / ）
( / ）

7

5

HI�0
Insulation Resistance

Min.100MΩ.500VDC

JKL:
Dielectric Strength

MN	
O
Between Open contacts 750VAC, 1min

PQR	
O
Between Coil and contacts 1000VAC, 1min

STUO（WX�:F）
Operate time Under rated voltage（ ） ≤5ms

Z[UO（WX�:F）
（ ）Release time Under rated voltage ≤5ms

]^
Shock

_�
Endurance

980m/S

`X�
Misoperation

98m/S

aS
Vibration

_�
Endurance

10 55HZ 1.5mm～ , ���
10 55HZ 1.5mm double amplitude～ ,

`X�
Misoperation

10 55HZ 1.5mm～ , ���
10 55HZ 1.5mm double amplitude～ ,

b�
Humdity 35% 95 RH,+40～ % ℃

��cd
Temperature range -40℃～+ ℃85

ef
Weight

g4.0g
about4.0g

2

2

PQ,-/COIL DATA

WXPQ<= (W)
Rated Coil Power(W) 0.2W,0.36W

7

4

*+h� / *+ 
/ .Certified File No

	
��
Contact Form

WXPQ<= (W)
Rated Coil Power(W)

WXPQ�: (VDC)
Rated Coil Voltage(VDC)

*+67
Safety Approval Rating

jk
Remark

Ningbo Cloutip Intelligent Technology Co Ltd.,

5

4



RELAY

����/OPDERING INFORMATION

-S

���	 -
�� -���
- -

： S SH
Packing Forms S Plastic Sealed Type SH Flux Model：

��：CTXR2
Model CTXR2：

������ (VDC)
Rated Coil Voltage (VDC)

： 03,  05,  06,  09,  12,  24
： 03,  05,  06,  09,  12,  24

�����	： C
Contact Forms

- ����

： C- 1 form C

CTXR2

Ningbo Cloutip Intelligent Technology Co.,Ltd

����/COIL DATA

����
Rated Voltage

(VDC)

����

Ω %
Coil Resistance

( 10 )

� ��

≤
Operate Voltage

(VDC)

"#��

≥
Release Voltage

(VDC)

&'�� *
Maximum voltage

(VDC)

3 25 2.1 0.3 3.6

5 70 3.5 0.5 6.0

6 100 4.2 0.6 7.2

9 225 6.3 0.9 10.8

12 400 8.4 1.2 14.4

24 1600 16.8 2.4 28.8

3 45 2.25 0.3 3.6

5 125 3.75 0.5 6.0

6 180 4.5 0.6 7.2

9 405 6.75 0.9 10.8

12 720 9 1.2 14.4

24 2880 19 2.4 28.8

-H (xxx)
()+,� :
Customer characteristic No:

-D12V -C

����.0 1234 5 67�： . （ ） .H- 0 2W H 0 36W
Rated Coil Power： . .H 0 2W)  Blank-Standard(0 36W)-High sensitivity(

15.60 0.3 10.60 0.3

2-0.3 0.1

2-0.5 0.1 2-0.5 0.1

2.54 0.2 10.16 0.2

1
1
.8

0
.3

3
.1

0
.3

4-0.4 0.1

7.62 0.2

2-0.6 0.1

2.54 0.1 10.16 0.1 1.3 0.3

7
.6

2
0
.1

6- Õ1.0
+0.1
0

1
.5

0
.3

8�9/ Wiring Diagram

(<=9）/ ( Bottom View )

?�@AB/ PCB Layout

(<=9）/ ( Bottom View )
C�9/ Outline Dimensions

C�9、8�9、?�@AB(EF:mm)/ 、 、OUTLINE DIMENSIONS WIRING DIAGRAM PCB LAYOUT(UNIT:mm)
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Ningbo Cloutip Intelligent Technology Co Ltd.,

�����/CHARACTERISTIC CHART DATA
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����£ Ẅ£ ©

Coil Power£ Ẅ£ ©

����£ Ẅ£ ©

Coil Power£ Ẅ£ ©

���¡ æ

Ambient Temperature(¡ æ)

����
Timing

���

Coil Temperature
��������

Operate Range

EBX1

EBX1H

0.2 0.4 0.6 0 0.2 0.4 0.6 0

0.4

0.6

0.8

1.0

1.2

1.4

1.6

1.8

5
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0
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0
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0

)

120VAC��
120VAC Resistive

� ��

Life Curvs

0.2 0.4 0.6 0.8 1.0 1.2 1.4 1.6 1.8 2.0

!"�#£ Ä£ ©

Contact Current£ Ä£ ©

$%：
'()*+,-.0123�45，789:，;<=>?@。

B'CDEF，<GHIJK�LMNOPQRSTUV8�H4�WX，YE01Z[\QRU23]^_`abcdU()，78
ef，gahijklmno9pUqrst，u_vwx-y01zw。
Disclaimer: The specification is for reference only.Specifications subject to change without notice.We could not evaluate all the
performance and all the parameters for every possible application.Thus the user should be in a right position to choose the suitable
product for their own application.If there is any query,please contact “Cloutip”for the technical service.However,it is the use’s
responsibility to determine which product should be used only.
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